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^^'^ Abstract^ The invention relates to a support (1) for functional planes used for a magnetic levitation track. The stator stacks (1 1) 
comprised in the track are suspended in a particularly compact and production -friendly manner on a stator-supporting belt (9), the 
stator stack being connected to the stator-supporting belt (9, 10) via boreholes (15) that are disposed therein and holding elements 
(16, 38) which penetrate said boreholes (15). The stator stacks (1 1) can be secured in a redundant manner via additional suspensions 
(30, 34) and/or by creating a non-positive connection between adjacent stator stacks (11) by providing the faces of the stator 
stacks (11), which face the direction of travel, with a profile. 

(57) Zusammenfassung: Die vorliegende Eifindung betrifift einen Funktionsebenentrager (1) fiir einen Magnetschwebefahrweg, 
bei dem die im Fahrweg enthaltenen Statorpakete (11) besonders platzsparend und feitigungsfreundlich an einem Statortragergurt 
(9) aufgehangt sind, indem das Statorpaket uber eingebrachte Bohrungen (15) und diese durchsetzende Haltestilcke (16, 38) mit dem 
Statortragergurt (9, 10) verbunden sind. Die Sicherung 
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der Statorpakete (11) kann dabei redundant uber zusatzliche Aufhangungen (30...34) und/oder einen durch Piofilierung der 
in Fahrtrichtung weisenden Stimfiachen der Statorpakete (11) hergestellten Formschluss zwischen aneinander grenzenden 
Statorpaketen (11) erfolgen. 



